CBT BASIC TURNKEY
BATCH TREATING SYSTEM \
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Designed for treating corn seed by the
single bag, one batch at a time.

¢ Single mixing bowl, 100 Ib/50 kg

¢ 100 Ib/50 kg inlet hopper with finger guard

¢ Automated slide gate for batch treating

¢ Programmable PLC single control box, mounted

e Variable speed |/P pump drive 20—650 rpm

e Pump drive control for easy operation

¢ Digital scale, graduated cylinder and quick
disconnect pump element, for easy calibration

TREATER SIZE
* Height 65.07”

VALUE ADDED FEATURE

e Single control panel
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1) Control Panel
e Atomizer motor

e Pump motor

e Bowl motor

PLC Display Screen

Bowl Speed Micro Tachometer Display

2) IP Pump & Drive Assembly
e Variable speed IP pump drive 20—650rpm

e |P element kit (1) #26 (4.1-135 oz/min-Water)
¢ |P element kit (1) #73 (6.8-270 oz/min-\Water)
e |P element kit (1) #82 (13.5-440 oz/min-Water)

3) Calibration System
¢ Portable balance scale

e 250 ml graduated beaker

VALUE ADDED OPTIONS

THE TURNKEY SYSTEM

e Equipped with heavy-duty locking caster kit
e Dust evacuation system

e Filter bag, 25 micron

e 150 cfm, low pressure blower

Blower power cord, 15 ft

Chemical inlet wand with strainer, 20 ft tubing




